
ELECTRONIC COMPONENTS XLR (COMBO JACK) SEREIS

1. Working Temperature: - 40℃~+ 85℃
2. Withstand Voltage: AC 1500V/min
3. Contact Resistance: ≤20MΩ
4. Action Force:  5~55N
5. Insulation Resistance:  ≥500MΩ
6. Life: >5000 Times
7. Rate Load: 50V AV 7.5A

Specifications

PJ - X  XX  X  X 
Model Description

Model

R: Round Thick Curved needle
None: Fine needle

Number of Needles

V: Vertical type
L: Horizontal type

P: Lock type
None: None Lock

PJ-06V

PJ-07V

PJ-10V

PJ-06L



ELECTRONIC COMPONENTS XLR (COMBO JACK) SEREIS

1. Working Temperature: - 40℃~+ 85℃
2. Withstand Voltage: AC 1500V/min
3. Contact Resistance: ≤20MΩ
4. Action Force:  5~55N
5. Insulation Resistance:  ≥500MΩ
6. Life: >5000 Times
7. Rate Load: 50V AV 7.5A

Specifications

PJ - X  XX  X  X 
Model Description

Model

R: Round Thick Curved needle
None: Fine needle

Number of Needles

V: Vertical type
L: Horizontal type

P: Lock type
None: None Lock

PJ-07L

PJ-10L

PJ-06LP

PJ-11L



ELECTRONIC COMPONENTS XLR (COMBO JACK) SEREIS

1. Working Temperature: - 40℃~+ 85℃
2. Withstand Voltage: AC 1500V/min
3. Contact Resistance: ≤20MΩ
4. Action Force:  5~55N
5. Insulation Resistance:  ≥500MΩ
6. Life: >5000 Times
7. Rate Load: 50V AV 7.5A

Specifications

PJ - X  XX  X  X 
Model Description

Model

R: Round Thick Curved needle
None: Fine needle

Number of Needles

V: Vertical type
L: Horizontal type

P: Lock type
None: None Lock

PJ-07LP

PJ-10LP

PJ-07VP

PJ-11LP



ELECTRONIC COMPONENTS XLR (COMBO JACK) SEREIS

1. Working Temperature: - 40℃~+ 85℃
2. Withstand Voltage: AC 1500V/min
3. Contact Resistance: ≤20MΩ
4. Action Force:  5~55N
5. Insulation Resistance:  ≥500MΩ
6. Life: >5000 Times
7. Rate Load: 50V AV 7.5A

Specifications

PJ - X  XX  X  X 
Model Description

Model

R: Round Thick Curved needle
None: Fine needle

Number of Needles

V: Vertical type
L: Horizontal type

P: Lock type
None: None Lock

PJ-07AP

PJ-07A

PJ-07BM

PJ-07B



ELECTRONIC COMPONENTS XLR (COMBO JACK) SEREIS

1. Working Temperature: - 40℃~+ 85℃
2. Withstand Voltage: AC 1500V/min
3. Contact Resistance: ≤20MΩ
4. Action Force:  5~55N
5. Insulation Resistance:  ≥500MΩ
6. Life: >5000 Times
7. Rate Load: 50V AV 7.5A

Specifications

PJ - X  XX  X  X 
Model Description

Model

R: Round Thick Curved needle
None: Fine needle

Number of Needles

V: Vertical type
L: Horizontal type

P: Lock type
None: None Lock

PJ-07AP



ELECTRONIC COMPONENTS XLR CONNECTOR SEREIS

1. Working Temperature: - 30℃~+ 80℃
2. Withstand Voltage: AC 1500V/min
3. Contact Resistance: ≤20MΩ
4. Action Force:  10~50N
5. Insulation Resistance:  ≥100MΩ
6. Life: >5000 Times
7. Rate Load: 250V AV 6A

Specifications

CT3-02HF

CT3-02HFA

CT3-04FA

CT3-03HM



ELECTRONIC COMPONENTS XLR CONNECTOR SEREIS

1. Working Temperature: - 30℃~+ 80℃
2. Withstand Voltage: AC 1500V/min
3. Contact Resistance: ≤20MΩ
4. Action Force:  10~50N
5. Insulation Resistance:  ≥100MΩ
6. Life: >5000 Times
7. Rate Load: 250V AV 6A

Specifications

CT3-04F-A

CT3-04FB

CT3-04FBP

T3-04FAP



ELECTRONIC COMPONENTS XLR CONNECTOR SEREIS

1. Working Temperature: - 30℃~+ 80℃
2. Withstand Voltage: AC 1500V/min
3. Contact Resistance: ≤20MΩ
4. Action Force:  10~50N
5. Insulation Resistance:  ≥100MΩ
6. Life: >5000 Times
7. Rate Load: 250V AV 6A

Specifications

CT3-04FP-A

CT3-04HF

CT3-04HF-A

CT3-04HFA



ELECTRONIC COMPONENTS XLR CONNECTOR SEREIS

1. Working Temperature: - 30℃~+ 80℃
2. Withstand Voltage: AC 1500V/min
3. Contact Resistance: ≤20MΩ
4. Action Force:  10~50N
5. Insulation Resistance:  ≥100MΩ
6. Life: >5000 Times
7. Rate Load: 250V AV 6A

Specifications

CT3-04HFP

CT3-04HFP-A

CT3-05M

CT3-04HFAP



ELECTRONIC COMPONENTS XLR CONNECTOR SEREIS

1. Working Temperature: - 30℃~+ 80℃
2. Withstand Voltage: AC 1500V/min
3. Contact Resistance: ≤20MΩ
4. Action Force:  10~50N
5. Insulation Resistance:  ≥100MΩ
6. Life: >5000 Times
7. Rate Load: 250V AV 6A

Specifications

CT3-05HM

CT3-05-01M

CT3-06HM

CT3-06MA



ELECTRONIC COMPONENTS XLR CONNECTOR SEREIS

1. Working Temperature: - 30℃~+ 80℃
2. Withstand Voltage: AC 1500V/min
3. Contact Resistance: ≤20MΩ
4. Action Force:  10~50N
5. Insulation Resistance:  ≥100MΩ
6. Life: >5000 Times
7. Rate Load: 250V AV 6A

Specifications

CT3-06HMA

CT3-07F

CT3-08HF

CT3-08FA



ELECTRONIC COMPONENTS HP (SPEAKON) SEREIS

1. Working Temperature: - 25℃~+ 70℃
2. Withstand Voltage: 27KV
3. Contact Resistance: ≤10MΩ
4. Insulation Resistance:  ≥30MΩ
5. Life: >5000 Times
6. Rate Load: 250V AV 

Specifications

HP-06

HP-07M3

HP-09

HP-08



ELECTRONIC COMPONENTS HP (SPEAKON) SEREIS

1. Working Temperature: - 25℃~+ 70℃
2. Withstand Voltage: 27KV
3. Contact Resistance: ≤10MΩ
4. Insulation Resistance:  ≥30MΩ
5. Life: >5000 Times
6. Rate Load: 250V AV 

Specifications

HP-13T

HP-11M3

HP-30LTM3

HP-30L



ELECTRONIC COMPONENTS HP (SPEAKON) SEREIS

1. Working Temperature: - 25℃~+ 70℃
2. Withstand Voltage: 27KV
3. Contact Resistance: ≤10MΩ
4. Insulation Resistance:  ≥30MΩ
5. Life: >5000 Times
6. Rate Load: 250V AV 

Specifications

HP-31LT


